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DESIGN AND IMPLEMENTATION OF A LOW-COST, COMPACT AND
LONG RANGE MONOSTATIC UHF RFiD READER
WITH READ POINT EXTENSION

SUMMARY

RFID systems have an increasing popularity in various kinds of applications
Necessities are rising for tlmeanufacture ohew RFiD readers in industry esjedly

at UHF band. Based on this conceptnew UHF RFiD readetesignwith extended
read point capabilithas been presentedthin the scope of this thesi®esigned
reader has attractive featuresjuired by some industrial RFiD applications.

Beforethe hardware design paot the study first, the background of RFID ants
key standards have been imtuzed in the first two chapters. In the third chaptes
hardwaredesign proceskas been covered in detaitd simulation and measurement
results lavebeen presented

The designed hardware is a l@ost, compact and loagnge Gen2 compliant UHF

RFIiD reader withextended read point capabilityhe reader has up to 30 dBm (1
Watt) output RF power at two selectable antenna ports. The reader hagramant
tuning circuit, a novel feature, to reduce reflected RF power from antennas. This is
achieved by tuning output impedance of the reader to the impedance of antenna. The
reader can also tune the antenna impedance during operation in case the environment
of the antenna changes. A power detector is used to control and limit the output
power to regulatory requirementé/hile designing the hardware, several technical
skills within a wide spectrum of disciplines were used like PCB design in high
frequency, rdio frequency, physics of RF, digital and analog design.

Extended read point capability is provided with another hardware design called RF
multiplexer circuit.This product has been designed in order to increase the number
of artenna output ports dJHF RFID readerto reducethe system implementation
cost in dense antenna applications.

This hardware design is also a part of another Research & Development project
funded by the Ministry of Science, Industry and Technology of Turkey. As a part of
this prgect and this thesis, the UHF RFiD reader has been designed as a domestic
product to lower the cost of manufacture.

As a result of this project, all the objecttfeave beerachievedand a prototype of
UHF RFiD reader, which has a control unit and a gagtuser interface, and an RF
multiplexer have been manufacturedo be used in any desiredHF RFiD
application.
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OKUMA NOKTASI ARTI RI LMI k,
D! k! K MALKYETLK, KOMPAKT VE UZUN M
UHF RFiD OKUYUCU TASARIMI VE UYGULANMASI

OZET

RFi D sistemlerinin -ekKi tli uygul ama al ¢
°czelikle UHR | & a a dR¥ib dkoyjuau niretiminedair ihtiyaclar
ttik-e artan biBraheasjeidliilmngd sitteryrmae k tae digr
z kapysmlmreokugicau t asar eémé ger - e kdkuyucd, i r i | mi
d¢estriyel RFi D uygul amal ar é i -1n ger e
nyesinde baréendérmaktader.

RFi D sistemleri, kéesaca radyo frekansl é
El ektromanyeti k dal gal aré kull anarak (ka
ili ktirilmik olan nesne, hayvan ve insan
Takip, gozlem, kontroivb. a ma - | &€ kul | a@Gendl dibdaii llenbarkod e d i r .
sistemi gi bi otomati k tanémlama teknol oj |

Tez kapsaméndaki i |k i ki b°l ¢ mde, RFi [
standart!l ar @nyarvemi It inkbginlicggi | ? | ¢ md e, dona
tasaréména ai-t s¢re-1ler detayl & bir K ek
sonu-|laréna yer verilmiktir.

Tasarlananokuyucu; o k uma nokt adgk ek t makl mexk| i, k o
menzilli ve Gen2 uyumluo | a c a k Kekil de UHF bandénda
zamanda bi rden f azl a ok uyyuocjuunnu no ratlyaneladarinddaae - -
°zellijine sahiemhif&kEolay ke y adet anten -
baréndérmaktadéebir Ayretdj k yehiariak;i ger.i
azaltmak icin anten Wprmad ev r e s i t Buarilkalnemg, Kkt @k uyucur
empedansénén antenin empedansénBununlaydur ul
birlikte, okuyucu, I KI em an@lnhalaé andveme e le mpeaeld
kararl & Dbir yapéda tutablidrysemé& abéet ayeti
al gél ayecé devr esivarolany@atsad € yklox,ul d lau y¥u csuwa j
-ékexknlgercé&r | andeéer ma oOaeliklerikde nmevcutdr.D oent amtmeé m
tasarémé esnaseéenda, yé¢éksek frekansta PCB
temel l eri, dijital ve analog devre tasar
teknik bilgiler ve kabiliyetlerk ul | anél mékt ér .

Art ér él mekt aoskeu maz enlol i J i , t as &l a-ncaknl alyiérc
devresivasét asé i | eBu siran dayesindea WHFaRFi® rokuyucunun

anten -ékeéklaré artéreéelarakBusiscitkRaz &mur am
cokluantenn hti yacé ol an uygul amal arda okuyucu
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sayeéeseéene artermakter . Bu sayede Si stemin
s aj | an makih adhldlindeki anahtarlama entegretémi araya girme

kayépl ar énéea enteggelerio kmas el ¢n¢ sajl ayan denet |
okuyucul arén mar k dakmaldedt eadesi dakmamnedel i ér
dejer | i niteli kleridir.

Bu tez dahilinde tasarémé ger-eklexktirilen L
Sanayi ve TeknolojjBakanl é]j eédnén S-6¢ prajenéegtekled | duj u Ar
kapsaménda destekl enmi ktir. Bu proje vV e t €
d¢kéermek adéena okuyucu tasaréemé ve ¢reti mi

i -inde mil I biir cihaz geliktirilmicktir

Poj e sonucunda, bakl angé-ta belirlkrenen tg¢¢m

adetRF - o k| ay éUdHF RERokuyweusievresikentrol Unitesi ve grafigel
aray¢z yaze)léemetehenbhethanei bir RFi D uygu
czere prototip olarak ¢retilmixktir.
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1. INTRODUCTION

1.1 Purpose of Thess

The main objective of this study is to desiga kst UHF RFID reader fopassive

UHF RFID systems andpplications that have an increasing popularity in various
industries like manufacturing, supply chain management, inventory control, smart
shelves, etc. Besides thi®r modular and long range applicats thisUHF RFiD

reader has been manufactured as a compact design and with a high output power

feature.

Another hardware, which has the capability of increasing the number of antenna
outputs of UHF RFiD reader, has also been designed. With the desigis &tF
multiplexer circuit, it is possible not only to use the UHF RFiD reader in the dense

antenna applications but also to reduce the system implementation cost.

This hardware design is also a part of another Research & Development project
funded by theMinistry of Science, Industry and Technology of Turkey. As a part of
this project and this thesis, the UHF RFID reader has been desigreedlomestic

productto lower thecost of manufacture.

As a purpose of thesis to design a UHF RFiD reader, sevehalital skills within a
wide spectrum of disciplines were used IIREB design in high frequency, radio

frequency, physics of REjgital and analog design.

1.2 Literature Review

In this part of thesis, son@eviousacademic researches have been revieWexdt

of the sudies started after the ye2005 on the subject of UHF RFID reader design.
After reviewing the literature, it has been realized tlatce 2008 the academic
researches bag to focus on this subject withcreasing popalrity of UHF RFIiD

systems irautomatic identificatiosector



In 2008, a UHF band (840 MHz925 MHz) RFiD reader transceiver design for the
protocol of EPC Clas$ Gen2 and ISO/IEC 18008C was presented As an
innovative solution, to suppress the leakage signal fromsiméter to receiver,
directional coupler and leakage cancellation circuit were introduced in the
transceiver(Ye, et al., 2008)In the same year, a single chip UHF RFiD reader that
integrates all building blocks, including &F transceiver, IQ data converters and a
digital baseband, was implemented in a 0.18 um CMOS process. A high linearity RX
front-end and a low phase noise synthesizer were proposed to handle the large self
interferer, which is a key challenge in the red@&rdesign(Wang, et al., 2008 As

a module based solution, a highly integrated UHF RFIiD reader based on the RFiD
transceiver chip (Intel R100 Chip) was designed also in 2008. It has the advantages
of small size, high integratioand reliability as well as low cofPang et al., 2008)

Ying and Fuhong (2008) introduced a system design for RFID reader, which
includes RF analog front end, the base band design and clock control. Thahadse
contains the FPGA chjpwhich inseted Nbsll soft core. This architecture is an
advantage forplementing various kinds of RBistandards bghanging the sofbf

Niosll core in FPGA, and efficiently reducése design and development time and
cost.Again, in the same year, a UHF/HF mditand RFiD reader was proposed and
implemented into SiP with Package-Package technology. The proposed SiPIRF
reademnwasdesigned to support both for EPCgloabal Class1l Generapoot@ol of

UHF band and 13.56MHz RBPBi protocols oflISO14443 A/Btype and 1SO15693
standards. The operatimgode is controlled by embedded-Bi2 RISC core, and the
modecan be selected by us€h, et al., 2008)

Developments on UHRFID reader design proceededfe yea 2009. According to
Park(2009)the spread of RFiD application need-liased solution to reduce the size
and cosbf reader. As a result, a UHF band passive RFiD reader system on chip was
presented. The chip includesocessor core, flash memory, RFiD digital baseband,
DAC/ADC, RF based on direconversion architecture, user interface bldokthe

same year, a new UHF RFID reader which baseband module is based on ARM
processor and FPGA chip was designed and impledehe reader consists of
three parts: baseband signal procesdiogrd, radio frequency transceiver and
interface board. 9degregohaseshift microstrip line wasised in the radifrequency
boardto achieve the 1Q conversion, saving the power dividengonentcompared



to the conventionahomodyne scheméLi et al., 2009) Another based on ARM

work was presented in the year 2009. The hardware and software designs were
described, and the hardware includes the RF sending circuit and the RF receiving
circuit. Especially in the receivingystem, it uses integrated circuit and the direct
demodulation signal reception programme to achieve hardware optimized receiver
circuit design. Using the sensitive amplification filter technology, the system can
effectively detect and receive weak sigmabdulation andmprove he recognition

from the readergGuo & Tinglei, 2009) Other new improvements added some
innovative features to the UHF RFIiD readers in the same year, which are high
linearity, mobility, high output power and canceller for reflected poweMobile

UHF RFD Reader made up &F front end, phase lock loop, analog baseband and
digital baseband was designed and implemented in a 0.18um CMOS process. An RX
configuration withoutLNA was adopted in this design for high linearity purpose
(Feng, et al., 2009 Another work presented longrange RF identificatioffRFiD)

reader that has pven to work at up to 5 m withVZ effective radiated transmit
power at 868 MHz. Forthe validation, a phasshift keying backscatter modulator
wasimplemented, thus complementing the reader to form a commpstave RD
system focused on backscattering communicafddayordomo et al., 2009)As
reflected power impose®were linearity problems to the receiver in radio frequency
identification (RFiD) readers, the design and realizatioarofiltra high frequency

RFiD reader with a reflected power canceller circuit based on quadrature feedback
was presented. Theory and reeg@ements of the signal and noise in the recenesze
presented as a function of incident carrier poursula, Kiviranta, & Seppa,
2009)

There are some low power and low cost designs in the year 2d&®. power low

cost fully integrated singlechip UHF rado frequency identification (RB) reader

for short distance handheld applicatiomsspresented. The IC integrates all bunigl
blocks,including anRF transceiver, a PLL frequency synthesizer, a digaakeband
andaMCU,i n a 0.18 &m CMO0On®arityRXofrord end and a\lowh i g h
phase noise synthesizer walesigned tdhandle the large seifterferer. A clas€

power amplifier with high power efficiency was also integrated to fulfill the function

of a UHF massive RFID reader (Wnag et al., 20183. UHF RFD is becoming the

main stream of passiM@FiD applicationsyeader is a key component of an RFi



application system. Based on tW&RM9 chip S3C2440, the UHF reader ASIC
AS3990 and a battery chargecBannéprogrammable DEDC power management

chip SMB122, a low power handheld UHF RFID reader was designed and
implemented(Li et al., 2010) Later in 2010, as an innovative solution a blocking
reader and a reader based on mobile phone were designed.-@dbprivacy
protection device that prevents unauthorized reading of RFiD tags was presented.
This low-cost blocking readerwas implemented based updhe Chipcon CC1101
chipand its basicead and privacy preserving performamaes characterized. Using
amonopole antenna, the Blocking Reader prevents unauthorized tag reads within 1m
of it (Narayanaswamy et al., 201@s to the features that @urrent mobile phone

RF system operating frequency rareggout 900i 2400 MHz UHF band, and the

logic control coe hasa strong ability of controlling and data processing capability
for consisting of dual kernel ARM9xx and DSP C55X. On this bédsisnodifying

the mobile phone operating system, set ri@bile phone operating at max power
0.25w, a RHD readerwas reéized to read the passive UHF tag supplied with the
radiatedenergyfrom mobilephone(Zhang & Ma, 201Q)

Internet of Things is a key component of next generation information technaétogy.
addition,the key of Internet of This is RFiD. Now Internet of Things brings new
requirements to handheld UHF RFiD reader. In the year 2011 there was a work that
proposed a complete solution lwdindheld UHF RFIiD reader based on AS3991 and
AM3517 for The Internet of Things. This reader uses MPU chip of TI AM3517

as main controller, which provides excellent multimedia performance (Lei et al.,
2011). Another work wasa prototype UHF R reader chip formobile-phone
applications. The readerchitecture ws designed for passive tags in cdispce

with the ISO/IEC 1800®& Type C and the EPCglobal ClaksGeneration2
protocols for UHF R air interface. Theeader also supports communication with
active taggNakao, et al., 2011)

In 2012, a fully integrated singlehip RFID reader consisting of zel® receiver,

direct upconversion transmitter, signuelta phaséocked loop synthesizer, and

modul ati on/ demodul ati on ( MODEM) modul e was
process. The RFiDeader operates from 8®®B0 MHz in steps of 100/200 kHz,

supporting a multband global standard suitable for USA, Europe and Korea for both

passive and active communications. It was specifically designed to achieve small



size, low spur levels, low poweronsumption, and complete integration while
meeting requirements for shagnge applicationgLee, et al., 2012)In the same

year, a complete solution ofUHF RFID reader system based on S3C2440
microprocessor and AS3992 UHFe&ler chip was propose®y designingthe
automaticgain control (AGC) circuit and the antenna impedance autonmattching
circuit, the transmit power was increased up to 33 dBm and the receiver SNR was
improved atthe same time. The reader system wassplanted into thembealded

Linux OS, which greatly facilitates the system development and mainte(aocg

et al., 2012)

There are also some other related researches based on the UHF RFiD Reader ICs of
AMS, one of the best companies that develops ambfaatures high performance
semiconductors, on the subject of UHF RFiD reader design. Devices were designed
with AS3990,AS3991, and AS3992 in 2011, 2010, and 2012 respectikzelgnd

Wu (2011)designed aadio frequencyircuit of reader According tothe 1SO18000

6B/C air interfaceprotocol and the FCC standard, considering the applicatitimeof

tag test, theadio frequencynodule ofRFID reader andhe filter of PLL circuit were
designed in thistudy. Another studyintroduces a design solution ofHB reader

based on AS3991. Using tirgernal PA and interna?/CO, whichintegrated on the

RF chip,the reader has the advantages of small size, high integratioiovarabst

(Tang et al., 2010)Design and realization dJHF RFD reader system based on
ARMS9 microprocessor as tleontrollerand austri ami crDoeagdest e ms 0
IC AS3992 for the RF frorénd processinwvas introduced in 2012Vith designing

of theexternal power amplifier circujtthe external RF power detectorcuit and the
reader argnna impedance matching digitahingcircuit in the hardware systerthe
transmitter outpupower level was increasagp to +33dBm, and the receiver S/N
ratio was improved. The reader ofware system implemented higbpeed
identification of ISO/IEC1800BC tags and mukltiags inventoryanticollision
algorithms, it has also solved the existing crosgpatiblems between readers in the
industrial site through the IPnulticast technology based on embedded Linux
operatingsystem. The designl UHF RFD readersystem hadeen alreadwpplied
effectively in the RFID management system of a cepaiver plant vehicleand the

operation result showethat it hadsuccessfully realized purposes to identify and



process thanformation of vehicles' tag in the distanoé 10 meters withstable
performancéXia et al., 2012)

1.3 Introduction to RFiD

Radio frequency identification is a generic term that is used to transfer data, for the
purpose of automatically identifying and tracking tags attached to objects, humans or
animals in the form of wireless narontact use of radio frequency electromagnetic
fields.

Basically, RFiD systems consist of small transponders, or tags, attached to physical
objects. When in the field of electromagnetic wave provided by RFiD transceiver, or
readers, tags respond with some identifying information associated with data records.
Thus,RFIiD systems are one of the shilanchs of automatic identification system

like barcodes.

There are many kinds of applications that use RFID systems in industege
systems have different functionalitibased on operating frequencies and regulatory
restrictions While RFIiD has many benefits, it still faces several hurdesideshe
typical implementation challenges faced in any information technology sysidm
economic barriers, there are major concerns over security and privacyiln RF
systemsAll these mentioned subjects will be covered in the followingsaations.

1.3.1RFiD Origins

Although RFID beamepopularonly in recent years, the fact is that it heeen used
for a long time. The historical backgrougdes backo the 19' century when the
study of the electromagnetic wavegere started; this was the keystone in the

development of this technology.
The mosimportantmilestonessince the 19 centuryaresummarized as follows:

1 1864: James Clerk Maxwedissertedhat electric and magnetic fields travel
through space in the form of waves and published his theory about

electromagnetism.

1 1887: Heinrich Rudolf Hertz carried out experiments with radio waves

(transmission and reception) in his laboratarg d v er i fi ed. Maxwel

0s



1 1897: Guglielmo Marconi succeeded in transmitting a message over a

distance of 6 km without any cable across the Bristol Chdhaatt, 2005)

But it was not until the 20 century that the development of the modern radio

communication was a fact, thanks to the development of the Radar.

1 1904 is considered as the year when the Radar was invented. Christian
Hulsmeyer who detected a ship in the fogealized one of the first

experiments with the Radar.

1 By the 1930s, the Radar was employed during the World War 1l by the allies
as a form of i nt er c e(pinkenreer, 2083¢Its e n e mi
function has not changed Wwithe years since it is possible to determine the

position and distance of an object by the reflection of radio waves.

The world had to wait sevdrgearst i | | 1948 to seeRFIDhe tr
technology. In this year, fgineer Harry Stockman pubhed the first work

known about the study of RFi D, call ed i
P o w dLarilt, 2005)

The study of RFIiD did not stop, but it continued to evdhased on thether
epoch inventions such as thensastor (1947), the integrated circuit (1958), the
microprocessor (1971) and the development of communication networks.

1 The 1960s were the prelude to the takeoff of RFiD because it was used in
commercial activities. It was promoted by such companies asoB8eatic,
Checkpoint and Knogo. They developed the Electronic Article Surveillance

(EAS) to prevent shopliftingvhich is still being used.

1 In 1975, Alfred Koelle, Steven Depp, and Robert Freyman published their
wor k AShor't Ra n g e ERdronic ddenflfieatioa dsingr vy f o
Modul ated Backscattero. They carried
Laboratory, and their findings were the beginning of short range passive tags

(tens of meters).

1 In 1980s,the RFiD technology was implanted in produafterthe invention
of the personal computer. The computer enabled the harvesting and

management of the data in RFiD systems.



1 In 1990s,the use of RFIiD was introduced in motorway tolls and the rail
sector.In addition the first standardstarted to emerge and RFiD betaa
part of everyday lif¢Landt, 2005)

In the 2% century, the design of tags has advanced due to miniaturization (it is
limited by the constraints of the antefjnA tag can now be manufactured using
only two components: a single CMOS integrated circuit and an antenna.
Nowadaysthe development ofystems based on HIFicontinues its global

expansion.

1.4 Componens ofan RFiD System

After reviewing the history of RFilthe system is investigated in detail based on the

parts that compose it.

RFiID, as the term indicates, is an identification, or communication, system uses radio
waves with the purpose of identifying objects (a physical thing, a person or an

animal). In thefollowing sections, the components of the system are presented.

1.4.1Reader, Transceiver or Interrogator

The reader is the most importgartof the system. Basically, is a radio frequency
transmitter and receiver controlled by a microprocessor. Themaaing an antenna
or more, captures data from RFiD enabled tags attached to the ohjettthen
directs the data to a host computer for procesSiethe purpose of this thesis is
to design a UHF RFiID readeit will later be discussed in furtheletail in chapter

four.

1.4.2Transponder or Tag

The transponder consists of a coupling element (an integrated antenna) and at least
one integrated circuit (IC). This IC contains the EPC (Electronic Product Code) and
the logic necessary to understand the comoation protocol between the tag and
reader. As per the tag characteristtbgy can be classified in three groups: Passive,

SemtiPassive and Active. Each tag group is explained in more detail below.



Passive Tags

Passive tags do not have their own sewt power (without battery). The tag uses

the power supplied by the reader to activate the IC tag. That is, the power is obtained
through the tag antenna when it enters in the interrogation zone of the reader. In
other words, the tag is powered by recafion of the received power. Moreover, the

tag returns a modified signal (signal b ¢
Passive tags have a maximum reading distancel®f faeters depends on the output

power of the reader, the antenna gain amdsinsitivity of the tagDobkin, 2008)

Figure 1.lillustrates how passive tags are built.
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Figure 1.1 : Schematic of a simpleassiveRFiD tag(Dobkin, 2008)

As seen in Figure 1,1 highfrequency signa{RF) is picked up when the antenna is
influenced by an electromagnetic field of a nearby reader. This RF voltage that will
be rectified by the diode and then smoothed by the cap&giget a constant voltage

i's able to power threuit. agdés memory and | o

A similar rectification is carried out, at the same time, with a smaller capacitor, with
the aim of demodulating the information from the reader. Thidoise with an
envelope detector that allows varying the voltage in the timescale of the dedaler
Finally, to transmit the information back, the tag has to change the electrical
characteristic of the antenna to modihetsignal received. In Figure 1.this has

been represented with a FET although in a real tag but the process is a bit more
conplex (Dobkin, 2008)

SemiPassive Tags:

Unlike passives tags, seimpassive tags have a battery for the power supply but still
use the backscatter for the communaratwith the reader (see Figure 1.5emi

passive tags haveletter operating range (from tens of meters to as much as 100 m)



and give a better response to a valid interrogation than passive tags. Nevertheless,
they are bigger due to the battery, cost more and are harder to maintain. Their
applications are mainlyrented to automobile tolls and to tracking of higdlue

pieces, for example airplane pai@obkin, 2008)
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Figure 1.2 : Schematic of a simple setpassive RFiD tagDobkin, 2008)

Active Tags:

Active tags not only have biéeries but also a transmittesan be configured as a
conventional Hiirectional radio communicatiordevice. These tags can cover

distances of more than 100 meters even kilometers.

Figure 1.3illustrates the complexity of these tags. Aetitags can use frequency
division multiplexing or different frequency channels when they want to
communicate in the presence of other tags. addition an active tag can
communicate within a specific frequency band by the means of a Local Oscillator
(LO) and a crystal reference (XTAL).
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Figure 1.3 : Schematic of a simple active RFiD t@gobkin, 2008)

By the use of Cod®ivision Multiple Access (CDMA) it is possible to reuse the
same frequency band bwultiple tags. So the active R¥Fitag can be successfully

used in environments where the -t@gder path is significantly obstructed. One
example is metal shipping containers that are stacked near each other without having
a visual line from the reader to the {@pbkin, 2008)
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1.4.3Antenna

Both tags and readers have their own antennas because they are both radio devices. A
tag antenna, which is only a few centimeters (or less) le@ttachedto the
integrated circuit (IC, or justhip) to absorb a signal and then transmit out a slightly
modified signal. The reader antennas range in size but are generally about the size of
a computer flat screen and are specially tuned to transmit and receive RF signals
(Sweeneyl, 2005).

Antennas are how readers communicate with the outside world. Reader antennas
send radio signals into the air to activate a tag, listen for an eclza¢kscatter
from the tag, read the data transmitted by a tag, and, in some casedatarioeto a
tag. Antennas act as conduits between the tag and the transceiver and can function

continuously or on demar{®&weeney I, 2005)

1.4.4Middleware or Reader Interface Layer

An interface is necessary between the readeitt@dhainframe or host. Ifsinction
is to 'translate’ the tags' signals into single identification dlataddition it actsas a

link between the RIB hardware and the client's application.

The interface is often a software that runs on computers werseand consists of
middleware, wheh contains the logic of the HFiapplication and a backend
database system (e.g. Oracle, SQL Server, MyS&t) for storing information
about the tags (typically, the identification number and perhaps gemespecific

information)(Thornton & Haines, 2006)

1.4.5Middleware Circuits

A device or a circuit used for communication between main components of an RFiD
system and enterprise applications. Middleware circuits enhance thetitnimpaf
the RFIiD systems within the environment they used, provide extended capabilities

for applications like multiplexing antenna outputs, compensating RF losses etc.

11



1.5RFiD Frequency Ranges

Low Frequency (LF) [30 kHz- 300 KHz]:

The typical freqencies used in RFiD are 12334.2 kHz and 140148.5 kHz. LF is
used in animal ID (standard ISO 14223/1) or in car applications. At this frequency,
both the read range (less than 0.5 meter) and the data transfer rate (less than 1Kbit/s)

are low.

High Frequency (HF) [3 MHz - 30 MHZz]:

Typically, the HF value used for RFiD is 13.56 MHz. Usually it is applied in smart
tags (standard ISO 15693). The read range is higher than that of LF (up to 1.5 meter),
but its data transfer rate is low (less tR2&ibit/s).

Ultra High Frequency (UHF) [300 MHz- 3 GHZz}:

The frequency bands used in RF#Pe 433 MHz, 865- 960 MHz and 2,5GHz.
Generally, these frequencies are employed for animal tracking or in logistic
applications. The read range is 6.50 meterdor 865960 MHz, but it can go up to

the 100 meters to 433 MHz. Moreover, this frequency band has a data transfer rate
larger than that of HF (30Kbit/s to 43356 MHZz).

Microwavei [2 GHz- 30 GHz]:

Thetypical frequencies used in RFiare 2.45GHz an8.8 GHz. It is used mainly in
vehicle tolls because the read range is up to 10 meters. Moreover, it has a bigger data
transfer rate than UHF (up to 100Kbit(Ejnkenzeller, 2003)

1.6 Operating Principle of RFiD

As it is hasbeenexplained in the former sedections both tags and readers have
their own antennas. When the transmitting antenna of the reader ematioa
frequency field, the nearby tags are interrogated when they pass through the RF field.
The distance of this enttd field depends on the frequency and the power output

usedby the system

After the passive tag is activated, it sends (backscatters) the programmed information

into its memory backNext, the reader antenna receives and detects this response.

12



Then the bckscatter signal is decoded with the purpose of sending the data to the

host.

Sometimes, the reader can also broadcast special signals to a tag (e.g. to synchronize
a tag with the reader for interrogating all or part of the tag's contents). Once the
reade sends the data to timeiddlewaresoftware the data are stored dine host. In

other words, the middlewarsoftware handles the interface between the RFiD
hardware operations and the flow of data (e.g. different electronic product codes in a

database).
The Middlewaresoftwareincludes the following elements:

1 Reader and device management: With a common interface, it is possible to

configure, monitor or execute commands directly to reader.

1 Data management: It is able to filter the captured information feaders

(EPC or other data) and route it to its destination.

1 Applications integration: It provides solutions for messaging, routing and
connectivity. The RFID data can be integrated into a sugipdyn
management (SCM), enterprise resource planning (ER®rehouse

management (WMS), or customer relationship management (CRM) systems.

1 Partner integration: It provides collaborative solutions like busittess
business (B2BjSweeney I, 2005)

In brief, an RFiD network can beefined as a ped¢o-peer architecture able to send
data to a central host by the middleware. The middleware is responsible for linking

the data between different networks.

1.7 Applications and Common Benefits of RFiD

Early commercial examples of RFiD applicais include automatic tracking of train
cars, shipping containers, and automobiles. Railroad cars were originally labeled
with optical barcode labels for tracking. These labels began to deteriorate and be
obscured by dirt, causing reads to fail. As a tsohy railroad compangbegan to tag
railcars with RHD devices. By 1994, these devices were mandatory and nearly every

railcar in the United States was tagged.
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RFIiD devices began to be used for automated toll collection in the late 1980s and
early 1990sElectronic toll systems have since been adopted around the world. Like
railway and shipping applications, electronic toll systems may use sturdy, self
powered RFiD devices. Automobiles, railcars, and shipping containers are all high
value items, with ampl physical space that can accomatedmore expensive and
bulky RFD devices. These types of tagsuld offer much more functionality than
simple identification. For example, shipping containers might have accelerometer

sensors, tamper alarms, or satelliteking integrated into an identification device.

As manufacturing costs dropped, RFID systems began to be used forviluer
items in industries besides transport. An example is in animal identification of both
pets and livestock. Glassncapsulated RB devices have been implanted in millions

of pets throughout the United States. These tags allow lost animals to be identified

and returned to their rightful owners. These tags have a very short read range.

Livestock, particularly cattle, are often labeleith an RFIiD device that is clamped

or pierced through their ear, attached to a collar, or swallowed. Unlike implanted pet
tags, these RFIiD devices are rugged and able to be read from greater distances.
Concerns over Bovine Spongiform Encephalopathy (ncadv) disease have
motivated proposals for universal tracking of livestock with these types of RFiD
systems. Like transport applications, animal tracking is still essentially a low

volume, highvalue market that may justify relatively expensive RFID system

Other widespread applications of RFiD systems include contactless payment, access
control, or storedialue systems. Since 1997, ExxonMobil gasoline stations have
offered a system called SpeedPass that allows custdmenake purchases with an
RFID Ad ,0 bt yapkeyxhaiksized form factofSpeedpass)n 2005, American
Express launched a credit card enhanced with RFiD that allows customers to make

purchases without swiping a card

RFD proxi mi ty c¢ar deemmonly useg forduilding accedssantrod r e
at many companies and universities throughout the world. Similar systems have been
used for skilift access control at ski resorts around the world. Many subway and bus
systems around the world, for example in daipore, use storedhlue RFiD

proximity cards.
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There are everal applications that use RFas an anicounterfeiting measure. In

2005, theWynn Casino in Las Ves first opened and deployed RFntegrated
gamingtablesang ambl i ng tokeinnechi ghesar éicthe pisgn ed
counterfeiting, preventheft, detect fraud, and to offer enhanced games or service.
Besides storedlalue tokens likecasino chips or event tickets, there have also been
proposals to tag curren¢yuels & Pappu, 2003)n 2005, acontroversial proposal to

attach tags carrying biometric identification data to United Sfaesports began to

be implemented.

Evolution and innovation in the uses of RFi

One adaptationral improvement in the usef RFID is to combine the tags with
different sensors. In this way, the tag delivers the identification information
repeatedly, and the current data is picked up by the sensor. An example of this
application in the alimentain market would be an RPitagattached to a piece of
meat that could report on the temperature readings ensuring that the prepeity

kept cool(Collins , 2004)

Other advancements in the BRivorld are:

1 The selfscanning technology allows reducing thwiting time in a store
checkout line because the items selected will be charged automatically from

your bank account.
1 Applications in the field of medicine.
1 Energy harvesting.

Before investigatinga more dgiled discussion of various RFitechnologies
several of the present and envigd future applications of RPiare summarized

below:
1 Tracking and identification:

Large assets, e.g. railway cars and shipping containers
Livestock with rugged tags

Pets with implanted tags

Supplychain management withFEE

Inventory control with EPC

Retail checkout with EPC

O O O O o o
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0 Recycling and waste disposal
1 Payment and storedhlue systems:

Electronic toll systems

Contactless Credit Cards, e.g. American Express Blue card
Storedvalued systems, e.g. ExxonMobil Speedpass
Subwayand bus passes

O O O O O

Casino tokens and concert tickets
M Access control:

Building access with proximity cards
Ski-lift passes
Concert tickets

OO O O O

Automobile ignition systems

1 Anti-Counterfeiting:

o Casino tokens, e.g. Wynn Casino Las Vegas
o High-denomination currencyotes,
0 Luxury goods, e.g. Prada

1.8 Challenges, Problems and Concernsf RFIiD Systems

These applications also exposed some shortcomings of RFID. For instance, some
RFIiD technologies do not operate well in proximity to liquids or metals. Each
different technolgy has its own strengths and weaknesses, including variations in
cost, size, power requirements, and environmental limitst he i s no @A one
al | @ teRMAdlogy. The term actually describes an entire array of technologies,

which are each applichbto different types of applications.

While RFID continues to lower the costs of tracking kigliue items, an untapped

and lucrative market lies in tracking cheap, everyday consumer goods. Companies
like Proctor & Gamble, Coe€&ola, and WaMart have hudreds of billions of
products and components in their supply chains. Tracking and managing the flow of

goods through these supply chains is a complex and expensive enterprise.

RFiD technology may streamline these supghtgin processes and save billions of

dollars, savings that ultimately may be passed on to consumers. Shipping pallets or,
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ideally, individual items may be tracked and traced from manufacturers, through
transport, wholesale, and retail into the hands of the consumer at sofsai¢.
Produd¢s could even be tracked pasinsumer as they are recycled, refurbished, or
disposed. What happens with respect to privacy while R&gged items are in the

hands of a consumer has been an issue of major contention.

Supply chain management and inventooytrol applications of this scale require an
extremely lowcost tag to be economically viable. In settings like animal
identification, proximity cards, electronic toll systs, or stored/alue systems, RbBi

tags costing as much several US dollars couldjuséfied. However, items in
consumer suppfghain management and inventory control applications are much
cheaper than in traditional settings. Ideally, RFiD tags in these applications should be

as simple and cheap as the traditional, UPC optical bar code

Data flooding

Not every successful reading of a tag (observation) represents data useful for the
purposes of the business. A large amount of data may be generated that is not useful
for managing inventory or other applications. For example, a custormengna

product from one shelf to another, or a pallet load of articles that passes several
readers while being moved in a warehouse, are events that do not produce data that is

meaningful taan inventory control syste(&Glover & Bhat, 2006)

Event filtering is required to reduce this data inflow to a meaningful depiction of
moving goods passing a threshold. Various concepts have been designed, mainly
offered as middleware performing the filtering from noisy and redundant raiala

significant processed data.

Global standardization

The frequencies used for UHF RFID in the USA are currently incompatible with
those of Europe or Japan. Furthermore, no emerging standard has yet become as
universal as the barcod@adio Silence, 2007)To address international trade
concerns, it is necessary to use a tag that is operational within all of the international

frequency domains.
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Security concerns:

Retailers such as Walmart, which already heavily use REnt#ogy for inventory
purposes, also use RFID as an-amiployeetheft and antshoplifting technology. If

a product with an active RFiD tag passes the-ganners at a Walmart outlet, not
only does it set off an alarm, but it also tells security perebexactly what product
to lodk for in the shopper's ca®FiD Technology Transforming Food Retailers Like
Wal-Mart, 2010)

A primary RFiD security concern is the illicit tracking of RFiD tags. Tags, which are
world-readable pose a risk to both personal location privacy and corporate/military
security. Such concerns have been raised with respect to the United States
Department of Defense's adoption of RFID tagssupply chain managemeMore
generally, privacy organizatig have expressed concerns in the context of ongoing
efforts to embed electronic product code (EPC) RFiD tags in consumer products.
This is mostly as result of the fact that RFiD tags can be read, and legitimate
transactions with readers can be eavesdahpfem nontrivial distances. RFiD
technology used in access control, payment atlal (@-passport) systems operate at

a shorter range than EPC RFiD systems but are also vulnerable to skimming and
eavesdroppinglbeit at shorter distang¢elancke, 2011)

Security concerns exist in regard to privacy over the unauthorized reading of RFID
tags, as well as security concerns over server security. Unauthorized readers can use
the RFiD information to track the package, and so thewnasor carrier, as well as
identify the contents of a packa¢®hson & llyas, 2012)Several prototype systems

are being developed to combat unauthorized reading, includin@® RKjnal
interruption(RFiD Privacy and Securityps well as the possibility of legislation, and
700 scientific papers have been published on this matter since(RB{I2 Security

& Privacy Lounge) There are also concerns that the database structure of servers for
the readers may be susceptible to infiltration, similar to defiaérvice attacks,

after the EPCglobal Network ONS root servevere shown to be vulnerable
(Tedasaptura, 2007)
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Exploitation:

Ars Technca reported in March 2006 an RFbuffer overflow bug thatauld infect
airport terminal RHD databases for baggaged also passport databases to obtain

confidential inform&on on the passport holdéknderson, 2006)

Passports:

In an effort to make passports more secure, sewexatries have implemented
RFID in passportg§McCullagh & Broache, 2005However, the encryption on UK

chips was brolen in under 48 houréSterling, 2006) Since that incident, further
efforts have allowed researchers to clone passport data while the passport is being
mailed to its owner. Where a criminal used to need to secretly open anceseal

the envelope, now it can be done without detection, adding some degree daiftynsecu

to the passport syste(hlow to clone a biometric passport while it's still in the bag.

Mail exposes the postal vulnerability, 2007)

Temperature exposure

Currently, RFD tags are created by gluing an integrated circuit (IC) to an inlay. This
poses a problem as vibration and high temperatures will loosen the connection. If the
IC loses canection with the inlay, the RBitag will no longer transmit. A new
design was filed for patertKing, 2010)where the IC is soldered to a circuit board

and the circuit board is then soldered to the inlay. This process replaces the adhesive

with solder, whichis much more durable and temperature resistant.

There are also some controversies mentioned as follows.

Privacy:

The use of RE technology has engendered considerable controversy and even
product boycotts by consumer privacy advocates. Consumer privgogrie
Katherine Albrecht and Liz Mcintyre are two prominent critics of the "spychip”

technology. The two main privacy concerns regardingoRire:

1 Since the owner of an item will not necessarilyala@re of the presence of an
RFiID tag and the tag can bead at a distance without the knowledge of the
individual, it becomes possible to gather sensitive data about an individual

without consent.
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1 If a tagged item is paid for by credit card or in conjunction with use of a
loyalty card, then it would be possilile indirectly deduce the identity of the
purchaser by reading the globally unique IDtloét item (contained in the
RFiID tag). This is only true if the person doing the watching also had access
to the loyalty card data and the credit card data, and tfsompeavith the

equipment knows where you are going to be.

Most concerngevolve around the fact that RFFitags affixed to products remain
functional even after the products have been purchased and taken home and thus can
be used for surveillance and otherposes unrelated to their supplyain inventory

functions(Hansen & Meissner, 2007)

The RFD Network proved these fears to be unfounded in the premier episode of
their syndicated cable TV serigRFiD Network Launches TV Series, 201By
having RF engineers show how BFechnology really works. RF engineers drove
an RRD-enabled van around a building and tried to take an inventory of items inside.

They also explored if a passive RFtag can beracked from satellite.

Government control:

With the rise of technology, some individuals have grown & fee loss of rights

due to RAD human implantation.

By early 2007, Chris Paget of San Frawco, California, showed that R
information could be puled from individuals by using only $250 worth of
equipment. This supports the claim that with the information captured, it would be

relatively simple tanake counterfeit passpoftBhomson, 2009)

According to ZDNet, critics &lieve that this technology will lead to tracking
individuals every movement and will be an invasion of privacy. Some conceptualize

a future where every movement is tracked by the gowent.
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2. KEY STANDARDS AND TECHNOLOGIES

This section introduces the key standards and technologies utilized in this thesis. In
the first subsection, the current status of the RFID standardization is investigated.
Air and device interface standardization is also taken into consideration, mgreove
EPCglobal standards, since they are utilized in the developed embedded system. In
subsections two and three the lowlevel interfaces concerning the reader

development are examined in detail.

2.1 RFiD Standards

Mul tiple RFi D standardization projects
most successful were the ones done Hye International Organization for
Standardization and the AutD Center, currently known as the Adlid Labs
(McFarlane, 2006)The International Organization of Standardization established the
ISO 18000 series of standards that essentially specify how the RFiD reader and the
tags communicate. The first initiative was a development of a project called GTAG
which resulted ISO/IEC 18008 (UHF technology) Type A protocol and later Type

B protocol was developed and publist{gttFarlane, 2006)However, while Europe

was leaning towards GTAG, separate development was done byiA@enter in

the US. Gradually GTAG was abandoned and most of the key developers became
members of the AuttD Center. Later more significant development, involving
collaboration between I1SO experts, the AllloLabs and eventually EPCglobal,
resulted the thirdersion of the ISO 18006 standard, Type C, which is also known

as EPCglobal Class 1 Gen 2 protocol.

2.1.1Current situation of RFiD Standardization

A number of organiz&éons have set standards for RFincluding thelnternational
Organization for Standardizan (ISO), thelnternational Electrotechnical
Commission(IEC), ASTM International theDASH7 Alliance andEPCglobal
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There are also several specific industries that havguséelines. These industries
include the Financial Services Technology Consortium (FS#@at has set a
standardfor tracking IT Assets with RB, the Computer Technology Industry
Association(CompTIA) that has &t a standard for certifying RPiengineersand

the International Airlines Transport AssociatidATA) that has set tagging

guidelines for luggage in airports.

In principle, every country can set its own rulesffeguency allocatiofor RFID
tags, and not all radio bands are available in all countries. These frequencies are
known as théSM bandg(Industrial Scientific and Medical bands). The return signal

of the tag may still causaterferencdor other radio users.

1 Low frequency(LF: 125 134.2kHz and 140148.5kHz) (LowFID) tags and
high-frequency (HF: 13.58Hz) (HighFID) tags can be used globally

without a license.

1 Ultra highfrequency (UHF: 868228 MHz) (Ultra-HighFID or UHFID) tags

cannot be used globally as there is no single global standard.

In North America, UHF can be used unlicensed fori928 MHz (x13MHz from

the 915MHz center frequency), but restrictions exist faansmission power. In
Europe, RHAD and other lowpower radio applications are regulated by
ETSIrecommendationEN 300 220andEN 302 208 andERO recommendation 70

03, allowing RAD operation with somewhat complex band restrictions from -865
868MHz. Readers are required to monitor a channel before transmitting ("Listen
Before Talk"); this requirement has led to some restrictions on performance, the
resolution of which is a subject of current research. The North American UHF
standard is not acceptedfmnance as it interferes with its military bands. On July 25,
2012, Japan changed its UHF band to Bz, more closely matching the United
St at eldHz baddl 5

For China, there is no regulation for the use of UHF. Each application for UHF in
these countes needs a site license, which needs to be expgbr at the local
authoritiesand can be revoked. For Australia and New Zealand; @¥8VIHz is

unlicensed, but restrictions exist for transmission power.
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Standardshat have been made regarding BREednology include:

1 I1SO 14223: Radio frequency identification of animals- Advanced

transponders

1 ISO/IEC 14443: This standard is a popular HF (13.56 MHz) standard for
HighFIDs that is being used as the basis of Ré&iiabled passports under
ICAO 9303. The NeaField Communication standard that lets mobile devices
act as RFiD readers/transponders is also based on ISO/IEC 14443.

1 ISO/IEC 15693: This is also a popular HF (13.56 MHz) standard for

HighFIDs widely used for neoontact smart payment and credit cards.

1 ISO/IEC 18000: Information technologyRadio frequency identification for

item management:

o Part 1. Reference architecture and definition of parameters to be

standardized
o Part 2: Parameters for air interface communications below 135 kHz
o Part 3: Parametersifair interface communications at 13.56 MHz
0 Part 4: Parameters for air interface communications at 2.45 GHz
o Part 6: Parameters for air interface communications at%&0MHz

o Part 7: Parameters for active air interface communications at 433
MHz

1 ISO/IEC 18092 Information technologyelecommunications and infoation
exchange between systems, Neaeld= Communication- Interface and
Protocol (NFCIP1)

1 ISO 18185: This is the industry standard for electronic seals-sedks" for

tracking cargo containetssing the 433 MHz and 2.4 GHz frequencies.

1 ISO/IEC 21481linformation technology, telecommunications and information
exchange between systems, Near Field Communicatidnterface and
Protocot2 (NFCIR2)
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1 ASTM D7434, Standard Test Method for Determining Bexformance of
Passive Rad Frequency Identification (RB) Transponders on Palletized or

Unitized Loads

1 ASTM D7435, Standard Test Method for Determining the Performance of
Passive Rad Frequency Identification (RB) Transponders on Loaded

Containers

1 ASTM D7580, Standard Test Method for Rotary Stretch Wrapper Method for
Determining the Readability of Page RFD Transponders on Homogenous

Palletized or Unitized Loads

In order to ensure global interoperability of products, several organizations have set
up additional standards for RFitesting. These standards include conformance,

performance and interoperability tests.
Groups concerned with standardization are:

1 DASH?7 Alliance,an international industry group formed in 2009 to promote
standards and inteperability among extensions ttSO/IEC 180007
technologiegO'Connar, 2009)

1 EPCglobal, this is the standardization framework that is most likely to
undergo international standardisation according to ISO rules as wsthuaid
standards in the world, unless residing with limited scope, as customs
regulations, aitraffic regulations and others. Currently the big distributors
and governmental customers are pushing EPC heavily as a standard well
accepted in their communitiput not yet regarded as for gafion o the rest
of the world

Currently, the main air interface protocols used for identifying items are the ISO/EIC
18000 series of standards. Most of them were published in 2004, but since then the
enhancements are madehe equivalent standard from EPCglobal for UHF range
ISO/EIC 180006 Type C is EPCglobal Class 1 Gen 2. Nowadays, EPCglobal is
leading the development and presents the standards to the ISO for additional review
and further development. This kind of praeéslikely to be continuing since already

new onrgoing standardization projects existcFarlane, 2006)
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In addition in the device interface and management standard development
EPCglobal has led the way by the EPCglobal Hewel Reader Protocol (LLRP).

The 1SO did not start the development of the software system infrastructure, ISO/IEC
24791, until the work of LLRP was published. However, the scope of the device
interface standards is currently generally still limited sinath b LRP protocol and
ISO/IEC 24791 series address only EPCglobal Class 1 Gen 2 and ISO/IEG618000

air interface protocols respectively.

2.1.2EPC Global

EPCglobal Inc. is an organization established to develop the indirsten
standards for the Electronicd®luct Code (EPC) used for RFiD devi¢e$Cglobal

Inc.) and to achieve the adoption of the EPC Network Archire. EPCglobal was
formed in2003 by two organizations, currently known as GS1 and GS1 US, to be
open,worldwide, non-profit consortium of companies and organizations. Before the
establishment of EPCglobal much of the work in standardizing EPC was done by
Auto-ID Center of Massachusetts Institute of Technology, nowadays knoMtas

ID Lab. Latermuch of the work irterms of RAD standardization donigy Auto-ID

Center was taken over by EPCglobal.

EPCglobal protocols and standards are developed in specified workgroups in five
stages (McFarlane, 2006) Nowadays, the development process idek also
coordinationwith the ISO. Standards specified and defined by EPCglobal are divided
into multiple levels. The lowest two level standards are used in the identification.
Second level standards are used to capture the information that is gathmied. A

finally, the highest layers amused for information exchange.

In this thesis two of the EPCglobal standards, Reader Protocol (RP) aRdolacpl

UHF Class 1 Gen 2 standards are used in the reader interfaces.

2.2 EPCglobal Tag Protocol- UHF Class1 Gereration 2

EPCglobal Tag Protocol UHF Class 1 Generation 2 is aimtairface protocol that
specifies the communication between E€npliant RFiD transponders and readers
(EPCglobal Inc., 2008)The standard is developed by&ftobal Inc. to serve as the

second generation RFID air interface protocol. UHF Class 1 Gen 2 specifications

25



were developed to establish a standard for RFID tags used in supply chain
applications, e.g., tracking inventafigPCglobalinc.).

The Class 1 is the base class of RFIiD tag classes. While both Class 1 and Class 2
devices are passive RFiD tags, the latter have more sophisticated functionalities,
more memory and better access control. Class 3 is dedicated tpassividags and

Class 4 to active tags. The EPCglobal UHF Class 1 Gen 2 protocol defines both the
physical and logical requirements for the Class 1 tag communication. The
specifications can be divided into two different layér®hysical Layer and Tag
identificaion layer. The first takes care of the kewel specifications, e.qg.
modulation, encoding and frequency, and the latter specifies operation procedure and

commands.

The current ratified standard for Class 1 devices operates in the UHF range 860
960 MHz and uses backscattering in FagReader communication. In addition,
while tags being passive also the operating energy of the tags is received from the RF
signal transmitted by the reader during both the-fbelgeader and Read&r-Tag
communication. Readeand tags are not required to talk simultaneously but the
communication is halfluplex. The support for security is only minimal. Static
passwords are used to access or kill RFiD tags.

Central to the standard is the electronic product code, Figudrewhich is the
universal identifiethattags use in the EPC Gen 2 standddhe EPC consists of 96

bits thatidentify the encoding standard, company information, product type, and
unique item identifier. Apart from the EPC number, many tags contain additional
memory. The memory can store information such as expiration date, manufacturing

date, manufacturing location, €Borisenko, 2012)

01.04003215.AD452.000000004

Header Company Product type Unique item
identifier

Figure 2.1 : Electronic product cod@Borisenko, 2012)
2.2.1Air -interface operation overview

In the EPC Gen Protocol,all communication is done in the ITF (Interrogator Talks

First) mode. It means that the communication is always started by the reader using
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initializing commands. The communication between K@@ pliant readeand tags
has to follow tle pattern presented in Figure 2.2

An EPC Gen 2 compliant reader uses three basic operation classes to marege the t
population in its RF field; select, inventory anttass. Select commands are used to
choose part of the tags fanventory and access. The commands can be used
successively and the selection is based on-gystified criteria. The inventory
commands are used to identify $aghat are selected during thelext phase.
Inventory is done using multiple query commaimdsne of the four sessions. When

the tags have beenventoried,the EPC code can be requested and tags can be
movedto the @cess phase. Thereafter, access commands are used to write to or read
from a tag. The tag that is accessed must be always idengifior to writing or
reading operations. As in thevientory phase, there are also multiple commands used

in theaccess phase.

— Choose tag population

INVENTORY — Query EPC codes, identify tags

ACCESS — Operate on tag memory

i-i-0

Figure 2.2 : Reader operation process in the tag interaction.

Readeito-Tag communications uses one of t@plitude-Shift Keying Modulaton
technigues available with PIE (Pulsgerval Encoding). A fixednodulation format
and data rate is used during a single inventory roundr&duer sets the format and

data rateat the beginning of every query cycles@lect commands.

For the Tago-Reader communicatigriags select the modulation format, the data
encoding and the data rate according to the commands sent by the readethduring
select and the inventory phases of the communication process. Tag backsestter
ASK and/or PSK modulatioand data is encoded as either FMO basebadilt@r
modulation of a subcarrier at the data rate. The link frequency is cliasan

multiple alternatives ranging from 40 kHz to 640 kHz. The transmissidar in
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both Tagto-Reader and Read&r-Tag commuitation isbig endian which means
that the mossignificant word is transmitted first and, within eagbrd, the most

significant bit is transmitted first.

If errors occur when the tag is executing access commands, it backscatersr an
code. Howevererror code is not transmitted if the command is unknowtheitag

communication process is not yet in the access phase.

2.2.2State transitionsof an EPC1 compliant tag

Tags operating according to the EPCglobal Tag Protocol UHF Class 1 Gen 2
protocol follow tre state diagranillustrated inFigure 2.3 a simplified version,
following the phases of the tag communicatpmesented in Figure 2.Zhe states

and state transitions are explained below. To move an EPCcontpligindom a state

to another the reader s mandatory air interfaceommands(EPCglobal Inc.,

2008) State machine and operating phases need to be considered when designing
andimplementing the air interface operation of the E¢&@pliant reader.

Access

Figure 2.3 : Simplified versiorof the tag state machine.

The Ready state is an initial waiting state of the EB@pliant tags. Tags that are
neither killed nor participating in the inventory action stay in the Ready state. Every
time a tag that is not killed loses its power and regaiagerwards it, returns to the
Ready state.
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The Arbitrate and Acknowledged states are used for inventory. From the Ready state
tags move to the next state, Arbitrate, when they receieestycommand matching

their inventory flags from the reader. Téiate is a waiting state for the tags that are
participating in the inventory action but whose slot counters holdzeom values.

Tags decrease their slot counter value whé€uaryRepcommand is received from

the reader. When the slot counter value reactero the tag backscatters its RN16
random number to the reader. If the tag receives a valid acknowledgement, it

transitions to the Acknowledged state and sends its EPC code.

The Open, Secured and Killed states are used when the tags are accessednA tag
be moved to the Open state from the Acknowledged stateRayg|jaRNcommand. A

new RN16 number, a handle, is sent to the reader. When in the Open state any access
commands, exceptock can be used. If the password of the tag is not set, the tag
moves directly to the Secured state instead of the Open state wRewq &N
command is received. Tags that have a-remo password can be moved to the
Secured state by a valilccesscommand. Wien in the Secured state any tag
commands can be executed. A final state, Killed, is a state where the tag enters when
it receives a valiKill command and a kill password while staying in the Open or
Secured state. Kill command permanently disables thg. After aKill command

is successfully completed and the tag is powered up again later, it moves directly to
the Killed state.

Statetransitions of an EPC Gen 2 RFtag shown in Figur@.3are as follows:

T Querycommand i s r ecei veny vaaables mat¢hehose a g 6 s

received withQuerycommand.

1 Acknowledgement message that contains a valid RN16 number is received

from the reader.

1 Reqg_RNcommand including a valid RN16 number sent to the reader during

the inventory is received.

1 Accesscommand tht contains a valid access password is received from the
reader. If the tag has a zero password, it moves automatically from Open to
Secured state.
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1 Kill command including a valid nexero kill password and a valid hande

received from the reader.

1 A command that is neither a query command nor an access command is

received.
1 Selector one of the query commands is received from the reader.

1 A command that is neither a query command nor an access command is

received.
71 Selector one of the query commandséseived from the reader.

1 Kill command including a valid nexero kill password and a valid handle is

received from the reader.

2.2.3Protocol conformance

To claim conformance with EPCglobal Tag Protocol UHF Gen 2 Class 1 the devices
have to implement all mandat air interface commands and comply with all the
mandatory clauses presented in the specifications of the EPCglobal Class 1 Gen 2
protocol. Moreover, the device has to comply also with the clauses presented in a
separate conformance document that islabks to EPC subscribers only at the
EPCglobal websitéEPCglobal Inc.)Finally, all the regarding radio regulations need

to be met.

2.3EPCgdobal Reader Protocol

The EPCglobal Reader Protocol standard defines how the interaction between the
EPGcompliant reader and the reader management unit is perfofai@dglobal,

2006) The aim of the Reader Protocol standard is to hide all detailkeoair
interface and the interaction between the reader and RFiD tags. Reader Protocol does
not define the protocol used in the-giterface and, moreover, the host needs to

know nothing about it.

The protocol consists of multiple layers to which alicessary operations are
divided. The communication between the reader and the host is done using two
channels: a Notification Channel and a Command Channel. The first is used to carry

messages issued only by the reader and the latter, on contrary, follows
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request/response pattern in which the host issues all the requests and the reader
responses.

2.3.1Reader protocol layers

The Reader Protocol standard specifies three distinct layers: Reader Layer,
Messaging Layer and Transporayer as illustrated in Figure 2.Eurthermore, the

lowest two of the layers define an entity called Messaging/Transport Binding. The
EPCglobal Reader Protocol standard defines multiple  alternative
Messaging/Transport Binding implementations each representing a different

transportation n#ium and messaging protocol combination, e.g. TCP or serial line.

Figure 2.4 : EPCglobakeader protocoldyer structure

The highest layer, Reader Layer, is the core of the Reader Protocol. It defines the
content of the messages that are sent between the readke duodt. It dictates what
operations are implemented and what those operations actually do. Although
different Reader Protocol implementations may have very different
Messaging/Transport Binding layers, all Reader Protocol implementations have
similar Realer Layer operations. Some implementations may have more commands
and, consequently, more versatile operation options, but the basis of the Reader
Layer is the same.

Messaging/Transport Bindings (MTB) performs the transporting of the encoded
EPCglobal Reagt Protocol commands between the reader and the reader

management unit. There are three different Message/Transport Bindings specified in
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the EPCglobal Reader Protocol standard; serial line, TCP and HTTP. All bindings
can be divided into twtayers, whichhave different, specified tasks.

The higher layer of the Messaging/Transport Binding defines the syntax and format
that is used to form the Reader Protocol commands. Two message formats can be
used; Text and XML. In addition, the Messaging layer definesrthssage payload
transformation and the framing of the messages. The Ilower of the
Messaging/Transport Binding layers instead defines the networking facilities used in
the transportationin addition the acknowledgement protocol is defined by the

Reader Potocol Transport layer.

Finally, also the handshake procedure used to establish connections is defined by the
Messaging/Transport Binding. The handshake is always done Hbas&t format

and it is carried out immediately upon the establishment of aection. In the
EPCglobal ReaderProtocol, a similar handshake is used with all different
Messaging/Transport Binding options.

2.3.2Reader protocol object layer

In addition to the protocol layer structure, EPCglobal Reader Protocol introduces
also an internabbject model for EP€ompliant reader. Objectadel is illustrated in
Figure 2.5 Model is similar to the EPCglobal Software Action Group specification
Reader Management, although some objects and properties are not relevant in
Reader Protocol and, thévee, shown in gray in Figure 2.9he proposed object
model is not mandatory in EPCglobal Reader Protocol, but just illustrates internal
relationships between multiple sources, triggers and other components.

The ReaderDevicas the base container for mogher objects and, also, for most
attributes including the management of the network interface. Consequently, it can
be considered as the main object of the mdslelirceobject, instead, in association
with ReadPointobject represents a single source fomeunication input from the
transponders. Where&eaderDeviceand Sourcetogether form the basis for the tag
communication, channel objecGommandChanne&and NotificationChannelare

used for host communication.

Since the proposed object model is not naoxy, different implementations of
Reader Protocol may include different objects of the model. A single rezaer

containzero or more read sources and, consequently, a various nungmiroéand
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ReadPoint objects. Similarly, ReaderDevicemust include one preconfigured
CommandChannel, but the number of NotificationChannels and regardggers

may vary. Detailed description of the EPCglobal Reader Protocol object model can
be found from the protocol specificatiofisP Cglobal 2006)

ReaderDevice

CommandChannel
0.*
el

0.*

_______ ReadReport [<- - 0.1
returns gene‘lrates

Y—U*I NotificationChannel |

0. Q 0:* 1

0.*
DataSelector

ReadPoint

: p.*| + NotificationTrigger
TagFieldName association
|

| Trigger

*

| TagField

1

0.*

+ ReadTrigger

U

Source 0.

TagSelector

0

0.x

0 -
Figure 2.5 : Object model of the EPCglobadader potocol (EPCglobal, 2006)
2.3.3Protocol conformance

Software or devices that claim conformance to the EPCglobal Reader Protocol
standard have to implement all mandatory commands and comply with all mandatory
clauses presented in the Reader Protocol standard. Also, requirements presented in
the Reader Protot Conformance Requirements document that is available to EPC
subscribers only at the EPCglobal webgi’Cglobal Inc.)have to be complied

with.

2.3.4LLRP

The LLRP (LowLevel Reader Protocol) standar(EP(global, 2010)is a
specification for the interface between RFiD readers and clients, usually in the form
of PCs. Many RFIiD vendors adopted this standard for their refidat interface
(Vries & Dietrich, 2007) LLRP supjprts the EPC Gen 2 standard, as well as
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allowing the addition of other standards. The protocol allows setting the reader
configuration as well as aprotocol configurations, such as: modulation, encoding,
frequency range, Qalue, output power level, argnsitivity. These settings can be

modified to boost performance or to mitigate interference of RFID systems.

In the LLRP, the data units are called messages and all communication between the
reader and the client is performed using these messages-tGlReader messages
include getting and setting cogtiration of the reader, capability discovery,
managing inventory, and access operations. Messages from Re&lent include

status reports, RF survey reports, inventory results, and access resugis. LL
parameters are used to communicate specific settings of LLRP operation in the
messages. A parameter contains one or more fields, and incesgsnay nest one

or more other parameters.
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3. HARDWARE DESIGN

In this chapter ofstudy, the hardwaredesignsof the UHF RFiD readeand RF
multiplexer aredescribed. The designétrdwareis a lowcost,compact andong-

range Gen2 compliant UHF RFiID reader with dense reader mode capability (feature
of reader IC). The reader hap to 3 dBm (1 Watt) outputRF power at two
selectable antenna ports. The reader has an antenna tuning circuit, a novel feature, to
reduce reflected RF power from antennas. This is achieved by tuning output
impedance of the reader to the impedance of antennare@lder can also tune the
antenna impedance during operation in case the environment of the antenna changes.
A power detector is used to control and limit the output power to regulatory
requirements. The default operating voltage of the reader is 6 Volt. Theld€d in

circuit is a widely used 8051 controller for host communication via USB or UART.
The designed UHRRFID reader is shown in Figurel13 There is another circuit
designé for the antenna outputs bfHF RFiD reader for multiplicationActually,

this is an independent devidbat could be used for any RF switching application.

The main purpose of this productidsincrease the number of antenna output padrts

UHF RFiD readefor dense antenna applications. In the following sectidesign of

mentiored hardwarewill be investigated in detail.

3.1UHF RFiD Reader Design

0.0.0.0.0.0.0.6.6. a|@ olinF
) @ 7
P2 4

Figure 3.1 : UHF RFiD Reader.
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3.1.1Block diagram of arcuit

In the following figure (Figure.2), the block diagram of the whole system is shown.
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Figure 3.2 :Block diagram of the hardware section.

3.1.2Building blocks of reader core nodule

In this section, all the building blocks (components) on the PCB are described in
detail. Formore information that is technicplease refer to the links of dedicated

datashets of the components given ippendk A.

3.1.2.1AMS 39927 reader IC

The Gen2 compliant UHF RFID reader IC is the main device on the réaater
handles althe Gen2 protocol related tasksrthermore it acts as RF front end for
transmission and reception covering modulation and decodimg.location of the
AS392 reader IC is shown in Figure3
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Figure 3.3 : AS3992 location.

The supply voltagef the AS3992 reader IC is 3/3regulated from the external
powe supply (6/) via the LDO IC AS1364.

AS3992 reader IC is configured to communicate with the microcontroller via the SPI
interface(SPImode L))whi ch i s sel ected by setting
Ahi gho bef or e WIs8 Batd®areicadereanddedodeds are used for

transmission, data is transferred via 24 bytes FIFO re¢isiés, 2010)

For RF transmission thedBm differential ports are useahich amplified by a PA
SKY65111 up to 3@Bm. On the othelhand,for RF receptiorthe differential mixer

inputs are used.

In order to provide frequency stability and accuracy needembrtaply with Gen2
operation, a 20 MHz TCXO clock source is used.

The AS3992 offers improved receive sensitivity86 dB, programmablBx Dense
Reader Mode (DRM) filters on chip and miestortion. Fully scalable, the AS3992 is
ideal for long range anddger power application@&MS, 2010)

The receiver system allows AM and PM demodulation. The recalsercomprises
automatic gain control option (patgending), selectable gaand signal bandwidth

to cover a range of inpuink frequency and bit rate options. The signal strength of
AM and PM modulation is measured and can be accessed in RSSI register. The
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receiver output is selectable between digitized-crer signal andany of
integrated sulzarrier decoders. Selectedcdders deliver bistream and data clock
as output¢AMS, 2010)

The receiver system also comprises framing system. This spsidarms the CRC
check and organizes the data in bytes. Fradatd is accessible to the host syste
through a24-byte FIFO register(AMS, 2010)

To support external MCU and other circuitry a 3.3V regulated suapty clock
outputs are available. The regulated supply hasn20current capability(AMS,
2010)

The AS3992 is available in a @in QFN (9mm x 9mm), ensurinthe smallest
possible footprinfAMS, 2010)

The RF block diagram of AS3992 is shown in FigB The elements included in
the chipare a complete UHFGen2 standardtransmit, receive, demodulation and
baseband functions.
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Figure 3.4 : RF block diagram of AS399AMS, 2010)

The RFID reader IC AS3992omprises complete analog and digital functionality for

reader operation including tremitter and receiver section with complete EPC Gen2
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or 1SO180066C digital protocol support. Transmitting and receiving is possible in
the Normal Mode and Direct Mode. The integrated modulator uses ASK and PR
ASK modulation withadjustable ASK modulationndex. To integrate as many
components as possible, the device also comprises -apavd PLL section with
integrated VCO, supply section, A/D converter section, and host interface section
(AMS, 2010) The reader configuration is achieved through setting the 48 control

registers allowindine-tuningof different reader parameters.

As shown in Figure .3, the RF signal received via antenna into the directional
coupler is divided into two balanced signals by the balun, then transmitted into
AS3992. Two signals are divided into | and Q branches by the mixers then delivered
into the protocol processing wrafter amplification, filtering, RSSI sampling and
analogdigital conversion. In the protocol processing unit, the chip could select the

protocol flexibility according to the control signals.

In Normal Mode, the baseband data is transferred to the 24-FiyO and all signal
processing (protocol encoding, adding preamble or freyne, CRC, signal shaping,

and modulation) is done internally. The data is then coded to the modulation pulse
level and sent to the modulator and power amplifier, finally exgddeRFOPX and
RFONX pin to transmit. Direct Mode is used in case one wants to use only analog

functions, bypassing all the protocol handling support of the reader device.

This reader IC was selected as it integrates 90% of the needed components for the
hadware design of an RFiD reader. In other words, it allows simple design, low cost
and compact sizelt has great support for software development kit and a great

datasheet that helps while system design.

3.1.2.2MCU i controller unit

For the UHF RFiD Readen 8-bit microcontroller is usedvhich interacts with the
AS3992 reader IC via the SPI interface and with the host computer via the USB
interface.The location 6the MCU is shown in Figure.3
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Figure 3.5 : MCU location.

The MCU s supplied with 5V via the USB interfacBy doing this, as the power
supply of MCU is independent of the AS3992 reader IC, it is possible to update
firmware and program the boelmader without connecting the external power supply

to the reader.

The MCU provides 3\3, generated with the intesh voltageregulator to the pin
VDD_IO of AS3992 to have a common interface voltage.

3.1.2.3Balun i impedance conversion

To convert the 100 ohm differential signal of the AS3992 reader IC to a single ended
signal with 50 ohm for transmitting the power, a 2:lubas usedOn the receiving

side there is another balun used for converting 50 ohm to 100 ohm impedance (single
ended to differential). While the RF signals propagate through the baluns (not only
eligible for baluns but also for all RF components), a power lossroaalled
insertion loss. Maximum insertion loss of these baluns is 1 dB for UHF béed.
locatiors of the baluns are shown indtire 36.
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Figure 3.6 : Balun locations.

3.1.2.4PAT external amplification

An external 3stage power amplifier is used to increase the transmissgnal
output from AS3992 up to 30 dBm.

The PA is supplied with 4\ via a voltage regulator AS1364. The poveanplifier

has two bias voltage inputs. The bias for the first two stages{Ms held at a fixed
voltage of 2.& via a voltage divider ccuit. The second bias voltage Apé2) is

controlled from the DAC output oAS3992 thatis buffered withan OP-Amp

AS1710.The locatiorof the PA is shown in Figure B

A simulation circuit was designed in AWR Microwave Office and based on the
power ampliier parameters, provided by the manufacturer, output power of the PA
was measured as a simulation resAlt.a given frequency and input power, 866
MHz and zeredBm respectively, it is indicated in Figure 3.8 that the output power is
nearly 36 dBm withouadjusting the control voltage ftinethird stage. Another view

of that chart is also presented in Figure 3e values are nearly the same with the
values that are in the datasheet of the product.
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Figure 3.7 : Power Amplifier location.
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Figure 3.8 : Simulated output power ¢&fA.
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Figure 3.9 : Simulated output power of RA
3.1.2.5LPF i filtering

A low pass filter is used for attenuating the higher ordembaics of amplified
transnit signal. The device has a typical insertion loss of 0.7 dB at UHF band and
provide typically 30 dB ofttenuationThe location 6the LPF is shown in Figure
3.10

u7

]

Figure 3.10 :Low pass filter location.
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To show the characteristics and measure the losses (insertion and return) a PCB
board was designed. Based on the measuremesiitts the low pass filter has a
inserton loss of 0.93 dBOnN the other hand, simulation results show that it has less
loss than the measured result, which is 0.55 dBth&llgiven values angresented in

the following figures, Figure 3.11 and 3.12 respectively. Returnidaalso presented

in simulation result charChe characteristics of the LPF is showmrboth Figure 3.13

and 3.12Its cut off frequency isnearly 1250 MHz at 3 dBinsertion loss poinas

indicated 1.3 GHz in the datasheet of the component.

S21 Vector 20/01/14 21:22 [l
Ref: 0.0dB RBW: 10kHz SWT: Auto Trace: Clear/Write
s Att: 10dB TG Att: 10dB Suppr:  Off
866 MHz -0.93dB

Center: 866 MHz Span: 100 MHz
EE————

Mode alibration Format

Figure 3.11 :Measured insertion loss bPF.
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Figure 3.12 :Simulated insertion loss of LPF.
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Figure 3.13 :Measured characteristics of LPF.

3.1.2.6Directional coupler 1 isolation

Since the transmit RF signal is on even during reception, isolation between Tx and
Rx is required. The sensitivity of the reader is related to thel lef isolation. If
isolation is poor, system performance is severely degraded. With this directional
coupler theeaderhas a coupling of 10 dB and provides excellent isolation and hence
directivity. The device has a typical insertion loss of 0.3 @Be location of tke

coupler is shown in Figure 3.14
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Figure 3.14 :Directional coupler location.
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To check whether the loss parameters are satisfietllation and measurement
operations were performed. Simulation results ensure the parameters are accurate
compared withthe values in datasheet. At the given frequency, 866 MHz, the
directional coupler has an insertion loss of nearly 0.3 dB. But, in reality, in the
designed board it has a really poor performance. Measured results show that insertion
loss is 3.42 dB at 866 NE. All the values indicated in the chart are shown in Figure
3.15 and 3.16 respectively. Return loss value is also presantibe simulation

result chartThere is another graph, Figure 3.17, shows that at which frequencies the
behavior of coupler is &€ient. It has a wideband view and after 780 MHz and
before 955 MHz, the characteristics of the coupler changes in a poor way.
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Figure 3.15 :Simulated insertion loss of coupler.
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Figure 3.16 :Measured insertion loss of coupler.
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Figure 3.17 :Measured characteristics of coupler.
3.1.2.7Power detection circuit

A power detector is used for the reader outputs at the antenna ports to control and
limit the output RF power. It is placed at the coupled port of the directional coupler.

Its location is shown in Figure 3.18
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Figure 3.18 :Power detector location

At the input of the powedetectora PFPad attenuator is placed in order to limit the
input power seen by the power detector. A DC voltage is generated depending on the

RF power at the detector input. This DC voltageouted to the ADC input of the

a7



AS3992 reader IC. Based on the DC voltage from the power detebtorbias
voltage for the thirdamplifier stage of the PA is controlled via the DAC output of
AS3992.

3.1.2.8Tuner i antenna tuning circuit

Tuner circuit is one of the most important and innovativédimg blocks in the
reader design. This part of the reader is used to compensate reflections of transmit
power at the reader antenna. In an ideal case, transmit power which is fed to the
antenna would not be reflectddowever,in real cases every antenreflects some
amount of power back into the system becaoisehangesn the vicinity of the
antenna causing impedance mismatch. For instance, by placing objects near the
antennathe impedance dahe antenna is changed. The effect of impedance change
depends on the material propertiedhs object. In a 50 ohm system, an impedance
which is different from 50 ohm increases tredlection coefficient (S11). Often
antenna design constrai ntis ac¢ossidaable higmat er i al ,
reflecion coefficient (S1L In RFID, this reflected power is called sgémmerand
couples into the receiving part of the reader, limiting its sensitivity. The tuning
circuit can compensate thisismatch at the anteniy theuniquefeatureof AS3992

reader ICIn figure 3.19 the location of the tuning circuit is shown.
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Figure 3.19 : Tuner location
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This tuning circuit comprises three digitalinable capacitors (DTC) of which
capacitance values can range from 1.05 pF up to 5.1 pF wit#paalue of 131 fF.

The DTCs arecontrolled via SPI interface. Since the AS3992 reader IC also has a
SPI interface, the whole reader can operate with one microcontroller. Additional
lumped components are used to set the center impedance of the tuning circuit around
50 ohm and to set tharting range.

To perform simulations for measuring the losses, equivalent circuit model of a DTC
was designed using AWR Microwave Office and three of them combined in a circuit
for a tuner application based on the recommersiacture at 866 MHzDesigned
schematics are presented in Figure 3.20 and 3.21 respeciihelyuned value of
DTC is 4.61pF for 50 ohm at 866 MHz. It can be tuned for other frequencies for

related applications.

PORT IND RES CAP IND
p=1 ID=L1 ID=R2 ID=C3 ID=L2
7=50 Ohm L=0.27 nH R=12.2 Ohm C=4.61 pF L=0.27 nH

p=2
2=50 Ohm

R=1e4 Ohm

i

Figure 3.20 :Equivalent circuit of DTC.
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Figure 3.21 :Tuner circuit.

After designing the circuits in AWR, simulations were performed and losses were
measured. In Figure 3.22, insertion loss of a DTC is sheamdindicated as nearly

1.9dB and in Figure 3.23 thiess of the combination d)TCs, tuner structure, is
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presentedlt is clear from the graph that tuner circuit has an insertiondb8s73dB
at 866 MHz. Since this circuit is an impedance matching network, there is also a
chart (Smith Chart), Figure 3.24, which represents the return loss of the sigstem.

shows thatimpedance matching is nearly achieved with a little loss at 866 MHz.
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—-DB(|S(2,1)|) -1.9004 dB
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Figure 3.22 :Insertion loss of DTC.
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Figure 3.23 :Insertion loss of tuner.
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Figure 3.24 :Return loss of tuner.

3.1.2.9RF Switchi antenna multiplexing

It is possible to connect two antennas to the UHF RFiD reader. It is provided by an
SPDT RFswitch, whichhas two control lines driven by the MCU complementary. It
integrates ofboard CMOS control logic with a low voltage CM@8mpatible
control interface(Peregrine Semiconductor Corp., 201Zhe truth table for the

operation can be found in Tab®1. The switch has a typical insertion loss of 0.35

dB at UHF bandThelocationof the switch is shown in FigureZb.

Table 3.1 : Truth tableof RF switch for multiplexing.

Control Voltages

Signal Path

Pin VDD = Low
Pin CTRL = High

RFC to RF1

Pin VDD = High
Pin CTRL = Low

RFC to RF2
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Figure 3.25 : Antenna switch location

Simulations and measurements were performed in order to check the efficiency of
the components. Figure 3.26 indicates that RF switch IC has an insertion loss of 0.48
dB at 866MHz. In measurement result, the value is nearly the same as 0.55 dB

shown in Fgure 3.27. Return loss value is also presented in simulation results chart.
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0
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= : 04765 4B |
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RF Switch |
-10 [
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15 RF Switch |
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-20 |
|
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-25 [
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|
-30 T
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Frequency (MHz)

Figure 3.26 :Simulated insertion loss of RF switch.
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Figure 3.27 :Measured insertion loss of RF switch.

3.1.2.10LDOs i Power supplies for whole system

There are two voltage regulators in the reader systemisQused for AS3992 reader
IC and OPAmMp. The otput voltage is adjusted to 3/3by an external voltage
divider.

Voltage Divider Calculation fathe FirstRequlator:

W P& W

(4.1)
Y W BOQJ
(4.2)
Y Y © ¢
% p O pat®l
(4.3)
: , Y :
w w p v Ve X
(4.4)

The other regulator is used to supply the power amplifier and provides the bias
reference voltage for the PAhe output voltage is adjusted to 4/7by an external

voltage divider.
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Voltage Divider Calculation fothe SecondRequlator:

W pPEW
(4.5)
Y o wdl
(4.6)
W .
Y v = P G ogoxdl
(4.7)
: : Y :
W W p N T&W
(4.8)

The locations of theegulators are shn in Figure 3.28
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Figure 3.28 :Regulator locations.
3.1.3Schematics of Blocks

In this section of the thesis, the schematics of the building blocks are investigated.
The UHF RFiID reader circuit has been designed with a professional schematic &
PCB design sotware DipTrace.
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3.1.3.1AS3992 section

In this section, the circuit has been designed depending on the instructions in the

datasheet of the reader IC. The schematic of tleaitis shown irFigure 3.29
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Figure 3.29 :Schematic of AS3992 section.
3.1.3.2Power amplifier / coupler section

The designed poweamplifier and couplersection is shown in Figure 3.30he

lumped components are chosen via the instructions in the datasheet.
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Figure 3.30 :Schematic of power amplifier/coupler section.
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3.1.3.3Tuning / antenna switch section

To design this circuit thre@nablecapacitors and an RF switch were used. The

designedschematic is shown in Figure 3.31
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Figure 3.31 :Schematic of tuner/antenna switch section.
3.1.3.4MCU section

This section is designed to interact with the AS3992 devices via the SPI interface and
with the host computer via the USB interface. Tollowing Figure 3.32shows the
designed schematic of the MCU part.
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Figure 3.32 :Schematic of MCU section.
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3.1.3.5LDO / buffer section

The regulator and Opmp section is shown in Figure 3.33
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Figure 3.33 :Schematic of ofamp section.
3.1.3.6Connector / interface section

The connectors and interfaces section have been dedignedmmunication with

the outside of the devic&he following Figure 3.34howsthe schematic of the

designedsection
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Figure 3.34 :Schematic of connector/interface section.
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3.1.4PCB Design

This section focuses on the selected PCB material, layer structure of it and layouts of
designed UHF RFiD reader.

3.1.4.1PCB board selection

The used PCB material is general purpose standard material called FR4. This
material can be easily found at most of the PCB design houses. The designed PCB
dimension is 100 mm x 70.5 mm and thickness is 1.88 mm. Detailed information

about PCB material specification canfboend n Appendix A

3.1.4.2PCB board layer structure

The UHF RFiD readehassix layers. In the following fgure 3.35all the layers are
shown. The first layeftop) was used for RF transmission lines. It is important to
keep the thickness of this layer constant as it influences the impedance of the
coplanar waveguides he secondand fourth layers are used to separate layers to
have a good isolation. Thhird layeris used for analog (RF) ground, thigh layer

is used for digital signals and digital ground andgix¢h layer (bottom) is used for
power signals. All the places other than the traces were poured with the copper

ground to carry the RF signaisth theguidance of analog ground.

L1 1. 50z
Core 0.6mm (1/loz) ‘
L2 loz
Prepreg 2116%1
L3 loz
Core 0.8mm (1/loz)
L4 loz
Prepreg 2116%1
L5 loz
Core 0.2mm (1/1o0z)
L6 1. 50z
Finished thickness: 1.83 +/— 0.08mm

Figure 3.35 :Layer staclof the PCB
3.1.4.3PCB Layouts

Following subsections shows the PCB layouts dfthe layers of UHF RFiD reader
in Figure 3.36, Figure 3.37, Figure 3.38, Figure 3.39, Figure 3.40 and Figure 3.41

respectively.
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Figure 3.37 :Secondayer of the PCB.
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Figure 3.39 :Fourthlayer of the PCB.
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Figure 3.40 :Fifth layer of the PCB.

1 Bottom layer

[ ] 0—}

Figure 3.41 :Bottomlayer @ixth layer) of the PCB.
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3.1.4.4lmpedance controlled traces

To minimize reflections and hence losses the impedance of the single ended
coplanar waveguides are matched to 50 ohms. Since transmitting and receiving
operations at the AS3992 reader IC are done differential, differentiabraopl

waveguides are also usedhich are matched to 100 ohms.

I n todayos -speed digdal systemshwitly ¢lock edgges commonly
approaching 10 Gbps and anafogguencies above thel® GHz range, copper trace
interconnects on printed circuioards (PCBs) must baonsidered as transmission
lines. Transmission lines arelectronic interconnects that distribute hgteed
digital signals over copper media, and these lines must be contlgli¢de PCB
designer. The critical parameter is ttleaacteristic impedance of the PCB trace,
which is the ratio of voltage to the current of a waveform moving along the trace.
This voltage to current ratio is a function of frequency afhation of the physical
geometries of the transmission limad itsrelationship to surrounding dielectric

properties.

Electrical components possess certain characteimspedance values, which will

vary depending on the logic a mi | vy . The designerds responsi
i mpedance of t he c oroepregnirement@vsh thiatooh the and s ou
interconnecting PCB traces. To achievaximum signal transfer from a source

(sending unit) to doad (receiving unit), the PCB trace impedance must nidieh

output impedance of the source to the input or load. lirttedance of the PCB

trace connecting two componerdso e s n o't match the component :
impedancemultiple waveform reflections will occur on the signal libefore the

load device can settle into a new logic state. Thikresult in increasedvgitching

times within the device or tharcuit and produce random errors. The circuit design

engineerand PCB designer must carefully select a nominal valuet@achnce of

trace impedance. Tolerances of 10% or less rante uncommon for higispeed

appliations.

The characteristic impedance of a PCB trace is typicitgrmined by its inductive
and capacitive reactanceesistance, and conductance. These parameters will be a
function of the physical dimensions of the trace, the dielectnistant of thé°CB

substrate material, and dielecttigckness. PCB trace impedance can range from 25
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to 120ohms. PCB transmission lines consist of a copper tanductor, reference
copper ground or power plane layeemd dielectric substrate. The relationship
betwesn the coppetrace conductor layers and the reference plane layers (Wieere
signal return path flows) form the controlled impedasitaecture and because of this
structure, most controlledmpedance PCBs will be multilayer structureBhe
impedance vale generated from the PCB structure will determined by the

following parameters:
1 width and thickness of the copper signal trace
1 thickness of the core or prepreg material on eisioh of the copper trace
1 dielectric constant of the core and prepneggerial

Types of Transmission Lines:

Single-endedtransmission lines are the most common wagdonect two devices.
This case is where a single conductorR&B trace connects the source of one
component to the loaof another. There must be a referencground plane on the
adjacent layer in order to provide a signal return padmtrolled impedance designs
are usually produced withmicrostrip, embedded microstrip, stripline, or dual

asymmetrical stripline configurations.

Differential configurations © transmission lines are usedhen better noise
immunity and improved timing are requireith critical applications. Typical
configurations will have @alanced line where the signal and return paths have
similar geometry. There are two modes of differentianfiguration:even and odd
mode. Even mode is where the same signsémg through both lines and there is no
return path. For thigonfiguration, the electrical field lines are directed toward
ground with no coupling to each other. Odd mode is wtleresignals are sent in a
complementary form and the signase actually mirrored so that the voltage and
current flows areopposite. The electrical fields are coupled together along the
surface between the two adjacent signals. With the voltagersed,the electric
fields will originate with one line angerminate with the other. This is the differential
form of signaltransmission and resulis good coupling(Viasystems Group, Inc.,
2011)
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V 50o0hm tracesused in PCB desigri singleended
In the following Figure 3.42 the 50 ohm single ended impedance controlled
traces are shown. The widthstoét r aces wer e cal cul ated vi a

provided by AWRshown inFigure 3.43The used parameters are as follows:
1 Dielectric of PCB material (FR4): 4.5
1 PCB layer thickness of RF section: 0.51 mm

1 Copper thickness: 43 um

1 Ground stripseparation0.19 mm

Figure 3.42 :50 ohm single ended impedance controlled traces.

»
@) TXLINE 2003 - CPW [EN
Microstiip | Stipline | CPw  CPW Ground I Round Coaxial | Slotine | Coupled MSLine | Coupled Stiipline |
~Material P.
i i v| Conductor |C v G|«
Dielectric lGaAs __] onductor I opper __l m|(- || é =
Dielectric Constant |4-5 Conductivity |5~33E*‘07 |5f'l'ﬂ lJ }1_; - -T-
t
Loss Tangent |0A01 g CAWB -
~Electrical Characteristic: ~Physical Characteristic
Impedance |50.0176 |Obms v - Physical Length (L] [51.5452 [om ]
Frequency IBSS IMHz _v_I Width [\ |l1599392 |mm ;]
Electrical Length |98.922B ]deg ;] Gap (G) |0419 Imm ;]
Phase Constant [1725.14 |deaim  v| . Height (H) [0.51 fmm ]
Effective Diel Const. [2.752 Thickness (T) |43 jum |
Loss [3.08373 [dB/m |

Figure 3.43 : TXLINE tool for impedance calculation.
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V 100ohm tracesused in PCB desigri diff erential

Differential coplanar \@veguides are shown in FiguB44 These impedance

100 ohmsPCBand th
t ppowided by Saturn PCB Design, Inghown in Figure 3.45The

cal cul at ed traces ar e

Toolkito

used parameters are theme as 50 ohm traces.

OOOOOOOOOOD OH[[

Figure 3.44 :100 ohm differential impedance controlled traces.

[ Saturn PCB Design, Inc. - PCB Toolkit V6.2 - www:saturnpcb.com =]

File Program Function Tools Help | Contact Saturn PCB Design, Inc.

Conductor Spacing I Conductor Impedance | Conversion Data ] Planar Inductors | PDN Impedance I Thermal
Fusing Current I Embedded Resistors I PPM Calculator | Crosstalk Calcul | gth Caleul
Via Properties | Conductor Properties | Bandwidth & Max Conductor Lengthl Differential Pairs ‘ Padstack Calculator l Mechanical Ir
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o - © 53um {20 v
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W/H =0.294 © 8sum _'; R
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Turnkey Electronic Engineering Solutions

& SATURN
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115.895 Ohms
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— J
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Information
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Conductor Temperature
Temp in (°C) = N/A
Temp in (°F) = N/A

Figure 3.45 :PCB Toolkit tool for impedance calculation.
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3.1.4.5Connectors and nterfaces

The UHF RFiD reader has a UDB interface and UART for communication with the
host systemUSB interface uses a USB mini A/B connector. UART interface

connection is possible via pin headers.

For the power supply of the reader a DC socket is used. Outer diameter of the plug is

6 mm and the inner contact diameter is 1.95 mm.

For RF radiation 50lmn SMA antenna connectors are used.

3.1.4.6Test points

A number of test pads aeevailableon the PCB pf the reader to get access to the

various voltages and important lines for measurement.
Voltage control lines:
1 5V3, 4V7, 3V3_MCU, GND, GND_DIG, Wpcz, ADC_In.
Signals Tx/Rx:
1 OAD, OAD2.
SPI Signals:
1 MISO, SDAT, SCLK, SEN_TUNE1, SEN_TUNEZ2, SEN_TUNES3.
AS3992 Signals:
1 IRQ, EN_AS3992.
MCU Programmingnterface:

1 C2CK, C2D.

3.2 Control Unit Design

A control unit has been designed to add new featuresBHikernetand RS-232
interfacesand 1/O ports to the UHF RFID reader deviB¢C18F97J60 is used as a
microcontroller unit from Microchip Technology Infor embedded applications. It
has IEEE 802.3 compatiblethernetcontroller, lowpower and higkspeed CMOS
flashtechnolay. PIC18F97J6Qvas selected since the requirements of the praject
satisfied by this MCU.The following Figure 3.46 shows the whole control unit
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device. The main objective of the control unit is to bridge serial data comes from the
RFiD reader to th&thernetinterface.

EXT1 EXT2 EXTS EXT4 ANGEXT
® C06CoE00060R006600Reese ® 0000000
ey

HORZ  HDRI HOR4  HOR3,
9.0.0.©

Q 9.0.0

B U5 U4 Ji3 U2 1 Je s

oW R4

HE N
15 K42

o ci2
1 | ol ) o

c13 con

-1 L
s

r ®

G0 0 0l0l0clelolo®

Figure 3.46 :Control unit.

3.2.1Ethernet interface section

The control unit has the ability to providethernetand RS232 interface. It is
possible to connect the control unit to the variplagformsvia these interfaces. It is
really easy to communicate with the host computersEttiernetinterface by using

just anEthernetcable. There is a graphical user interface embedded in to the flash
memory of thedevice thatenables the users to interactlwthe control unit more
easily and convenientlyt is possible to change device parameters such as IP, MAC
and DNS addresses. All the data communication is providétti®rnetconnection.
Ethernet interface section is presented in Figure 3.47.
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£XT) EXT2 £X13 EXT4 ANGEXT

.GQOOOEOOGOGOOOGEOOOO 0009000090

D =

Figure 3.47 :Ethernetinterface section of control unit.
3.2.2RS-232 nterface section

RS-232 interface enables serial communication with the host computer. It is possible
to changeand monitofundamental options dhe device like IP and MAC addresses

via serial interfaceRS-232interface section is presented in Figure 3.48.

£XT) £XT2 a3 EXT4 ANGEXT
.EOOOOEOOOOGOOOOHQOQO 0900900000
WoRz— Ho oRe 3

L3
ol 1]

03
Tt L

T
g

0000060 0006

Figure 3.48 :RS-232 interface section of control unit
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3.2.31/0 section

There are four optesolated digital inputs and four digital outputs fomne
communication between the control device and the outside world. Inputbeare
signals or data received by the system, outputs are the signals and data sent from it.
The operation status of the 1/Os are indicated by LEDs placed next to the I/O unit.
I/O unit section is presented in Figure 3.49.

£XT1 £XT2 13 EXT4 ANGEXT
.DOOOOEOOOOGOOOOEOQOO HQ.0.0.0.0.0.0
™ = —

[7) I;,

0,000,000 0006

Figure 3.49 :1/O section of control unit.

3.3RF Multiplexer Design

This multiplexer circuit was designad order to increase the number of antenna
output portsof UHF RFiD readefor dense antenna applications like smart shelves,
library management systems etc. It Baggle pole double throlRF switch ICs for

the operation of multiplication. It has the capability working in wideband
applications from 10 MHz to 4 GHz. However, in this project, the device is used at
UHF band as the related applications of RFiD operate in this band @&0MHz).

The device has its own microcontroller unit for performing the operations
automatically angbrocessing the inputs to control the antenna channel selection. As
indicated, two selectable options are ready for switching operation. It is possible to
contol the switching frequency and antenna channel selection both via
microcontroller and inputs from outside the world. The second option is available for
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the digital output ports of other devices such as RFiD readers, ROCs)odules,
servers etc.The dewe has also another feature of connecting each other as a
cascaded structure. It is possible to connect the RF multiplexer devices with

extension cables for the operation of multiple structure.

3.3.1Schematic of RF multiplexer

The designed circuit comprisegél RF switch IC#é a cascaded structure shown in
Figure 3.50. Antenna switching operation is performed via control inputs of the ICs.
Required control voltages are suppldmicrocontrolleror digital inputs from other
devicesas shownn Figure 3.51The truth table for thewitchingoperation is shown

in Table 3.2 There are also a regulator part for voltage supply and a line extension
part for cascaded system connectibnthe digital part of the system, optolated
inputs and outputs were usedisolate the internal circuitry from the outside world
input voltages. There are also indicators (LEDs) to show the active operation
channelThe complete system PCB layout is shown in Figure 3.52.

Table 3.2 : Truth table ofRF multiplexer.

V1|V2|Signal Path

RFCto RF1
RFC to RF3
RFC to RF3
RFC to RF4

R, |O|O
ROl |O

B

% WA_‘;‘J"L..;“ -

w00

Figure 3.50 :Schematic of RF mitiplexerRF part.

70



K11

T

5|
vt
e Ta ]
vee 1
o onl2 $ita voo gv
2 @0 W i
5 * oo
Moo=
O
g &
3
-
=
a a4

e A
ETH,

1)
e

3Hwiz_maten
-
n

7-:—;.0

L e

1A

Figure 3.51 :Schematic of RF multiplexer digital part.
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Figure 3.52 :RF multiplexer.
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This multiplexer device is compatible with the all industrial UHF RFID readers and
antennas. It has been desigra=da universal product, which has the capability of

operating with all the readers from any brand.

It could be used for multiple antenna apationsto reduce the cost of system
implementation. Since the device increases the number of antenna outputs, it
eliminates the need afsingextra readers. Instead of purchasing a new reader, it is
enough to use this RF multiplexer device for antennasenthan the number of

outputs of the reader.

3.3.2Simulation and measurement results

For theimplementation oBystemmeasurements and simulations were performed to
checkthe stability and losses. As a single unit, firstly, one of the RF switch ICs is
simulated and its insertion loss was measured as 0.48 dBishdvigure 3.53.n

real conditions, it was measured as nearly the same 0.55 dB shown in Figure 3.54.

Return loss value is also presented in simulated result chart.

As a second objective, the Rwitching system designed in AWR Microwave Office

to get the insertion loss of the whole system. The simulated measurement result and

the real condi ti onsl® dB espectively. The esults arl® 5 dB an
presented in Figure 3.55 and 3.56 resipely. Return loss of the whole system is

also presented in simulated result chart.

RF Switch S Parameters

0 H
/&—iaeen MHz
5 : -0.4765 08
—=DB(|S(2.1))) :
10 RF Switch |
-=-DB(IS(1,1))) |
15 RF Switch :
|
-20 |
|
-25 |
|
|
-30 e
600 700 800 900 1000

Frequency (MHz)

Figure 3.53 :Simulated insertion loss of RF switch IC.
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Figure 3.54 :Measured insertion loss of RF switch IC.
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Figure 3.55 :Simulated insertion loss of RF multiplexer.
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Figure 3.56 :Measured insertion loss of RF mplgxer.
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5. CONCLUSIONS AND RECOMMENDATIONS

5.1 Conclusions

Within the scope of this thesis, a UHF RFiID reaaled an RF multiplexer havaesen
designed and manufactured. Reader delvasvarious attractive featurdew-cost,
compact, long range and monostatith extended read point capabiliyequired by
some industrial RFID applicationd)RF multiplexer circuit adds the feature of
multiple antenna operation for extended read ptinthe UHF RFID reader. It
increases the number of antenna output ports of the reader to lower the system
implementation costAnother hardware device has also been designed as a control
unit to command the reader for fundamental operations and provici@waication

with the host computer via ethernet and-&& interface. Thevhole RFiD system,
including UHF RFIiD reader and contralnit, and screen capture of tag read
operation are shown in Figure 4.1 and Figu2 rspectivelyTo present the read
point extension, UHF RFID reader and RF multiplexer system with antennas is

shown in Figure 4.3.

{
) UHF RFiD Reade ,
Mo

o\

Figure 4.1 : A prototypeRFiD system

I n this fégure, a basic RFi D system is
control unit for communication with the host computer via ethernet interface.

Antenna is the device used while tag read operation by means of electromagnetic
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waves. The tag e&l ope
graphical user interface

[ Control Edit View Help

RFtek Reader

ration is also shown in the following figwagptured from

of the reader.
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Figure 4.2 : Tag read operation.

UHF RFiD Reade

Figure 4.3 : UHF RFiD reaeder with RF multiplexer

t, the background of RFID and key standards of it have been

introduced, and then, some basic principles of electromagnetics of RFiD have been

investigated for hardwar

e development. Finally, last section before conclusion is the

hadware design part of the study.
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As a result of hardware design, some experimental graphs are presented in the
following figures that show the output power of the realies.dear from Figure 4

that the maximum output power of the reader is nearly @Bm.

, Mkrl )
EekaS dBm Atten 25 dB : 822 gg@dgﬁz

Log
10
dB/

866.000000 MHz /
22.32 dBm
ML S2

S3 EE
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Hin Search

Pk-Pk Search

Center 866 MHz Span 10 Mz More
*Res BN 300 kiz VBH 300 kHz Sweep 4 ms (401 pts) 1 of 2|

Figure 4.4 : Measured output power.

The expected value is 30 dBm, but because of the RF measurement instruments
including RF extension cable, attenuator and RF SMA connectors there is alinost 1
1.5 dB loss. Another reason for the loss is the components usethaftentput of

the power ampfier. Low pass filter has an insertion loss of 1 dB, directional coupler
has 0.3 dB, RF switch has 0.35 dBsed on values in datasheHte measurement
results are already shown in Section 3. Based on the measurements, total insertion
lossafter power eplifier is 4.9dB, including LPF(0.93 dB) coupler(3.42 dB)and

RF switch(0.55 dB) On the other hand, in simulation results, the total insertion loss

is nearly 1.8 dBshown in Figure 4.6To perform the simulations, a circuit is
designed in AWR Microwvave Office covering the components of the reader after
power amplifier sectiormas shown in Figure 4.9Moreover,rest partof the loss is

caused because of the R&Ensmissionines.

SUBCKT
ID=S3

SUBCKT NET="RCP890Q10_de" SUBCKT SUBCKT

PORT  ID=S2 ID=S8 ID=S4

P=1 NET="LFCN_1000___Plus25degC" 3 NET="Tuner" NET="RF3023_position2"

Z=50 Ohm

D 1 LPF 2 1 PA 2 1 | TUNER 2 1 | RFSWITCH| 2 G
PORT
J<4 J<3 p=2

Z=50 Ohm

Figure 4.5 : Components after PA section.
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Circuit after PA
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Figure 4.6 : Simulated insertion loss of Componeatter PA section.

For the measurement of tbhetput power ofJHF RFID reader, a spectrum analyzer
from Agilent with a 20 dB attenuator is usédn the other hand, for insertion loss
measurements a network analyzer from R&S is u$kd. testsetus areshown in

Figure 47 and Figure 4.8spectively

20 dB
Spectrum Analyzer Attenuator Device Under

Agilent E4402B Mini Circuits Test
UNAT - 10

Figure 4.7 : Test setupvith spectrum analyzer.

Network Analyzer Device Under

R&S FSH8 Test

Figure 4.8 : Test setupvith network analyzer

Table 4.1 shows the difference between the expected and measured output power
values. The losses are caused because of the RF measurement instruments,

components used after PA anansmissiorines as mentioned before.
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Table 4.1 :Comparison between expected and measougalit power values.

Expected Measured
Output Power | Output Power
(dBm) (dBm)

23 15.35
25 18
26 19
27 21
28 22.6
29 21.83
30 22.32

The designed and fabricated UHF RFID reader could be successfully used in any

long range applications that tdevelopers want.

5.2 Future Work

As a recommendation for future works, some new features could have the potentials
to be added to the designed UHF RFiD reaatel RF multiplexer

T

The number of antenna outputs could be increased for multiple antenna read

Zones

Some new wireless communication interfaces could be added for

commanding the operations without wires.

After the new architectural developments of reader ICs, system design costs

could be reduced further.

Instead of using microcontroller, microprocessaould be used for more

effective operations.

On the embedded software side, Low Level Reader Protocol (LLRP) could be

used for universal usage regardless of reader brand.

To increase the stability and security of the cascaded RF multiplexer circuit
sysem, CAN based network could be used instead of traditional extension
cables.
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